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Capacity

Load center

Operator type

Maximum lifting height

Lowered height of fork

Standard fork width

Standard fork length

Fork width

Minimum turning radius

Minimum aisle width

Minimum ground clearence

Maximum travel speed Laden

Unladen

Maximum lifting speed Laden

Unladen

Maximum lowering speed Laden

Unladen

Gradeability Laden

Unladen

Service weight without battery pack (3M standard)

Service weight with battery pack (3M standard)

Overall length (3M standard)

Overall width

Mast extended height (3m/3.3m/3.6m/4m)

Mast lowered height (3m/3.3m/3.6m/4m)

Wheel type front/rear

Wheels

wheel base

Travelling

Lifting

Voltage

Capacity

Max battery size (L*W*H)

Control system

Model

kg

mm

mm

mm

mm

mm

mm

mm

mm

mm

km/h

km/h

m/s

m/s

m/s

m/s

%

%

kg

kg

mm

mm

mm

mm

mm

mm

ES-10-10M

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

Characteristics

Specifications

Performance

Weight

Chassis

Wheel

Brake

Motor

Battery

Control

600

Walkie (rider option)

5 (within 5min)

7 (within 30min)

poly/poly

1xDriven wheel, 2xUniversal wheel, 4xFront wheel

Electromagnetic

CURTIS 1243

1000 1200 1400

3000/3300/3600/4000

80

540

1150

185

1602

2702

30

3

3.5

0.13

0.23

0.13

0.23

764

1070

2004

800

3500/3800/4100/4500

2135/2135/2335/2535

1337

24V, 0.93kw

24V, 3kw

24V

210AH/280AH

823*248*610

ES-10-10J ES-12-12E ES-14-14E

1000

3300

80

540

1150

185

1366

2315.5

30

3.4

3.9

0.13

0.23

0.13

0.23

670

738

1665.5

800

3694

2100

922

24v,0.6kw

24v,2kw

24v

120AH

180*240*370

1000

3300

80

540

1150

185

1602

2702

30

3

3.5

0.13

0.23

0.13

0.23

764

850

1797

800

3700

2300

1229

24v,0.93kw

24v,2kw

24v

120AH

360*275*172

ES-10-10E

Specifications:

2702

800

2780

850

PATEL
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PATEL

Capacity

Load center

Operator type

Maximum lifting height

Lowered height of fork

Standard fork width

Standard fork length

Fork width

Minimum turning radius

Minimum aisle width

Minimum ground clearence

Maximum travel speed Laden

Unladen

Maximum lifting speed Laden

Unladen

Maximum lowering speed Laden

Unladen

Gradeability Laden

Unladen

Service weight without battery pack (3M standard)

Service weight with battery pack (3M standard)

Overall length (3M standard)

Overall width

Mast extended height (3m/3.3m/3.6m/4m)

Mast lowered height (3m/3.3m/3.6m/4m)

Wheel type front/rear

Wheels

wheel base

Travelling

Lifting

Voltage

Capacity

Max battery size (L*W*H)

Control system

Model

kg

mm

mm

mm

mm

mm

mm

mm

mm

mm

km/h

km/h

m/s

m/s

m/s

m/s

%

%

kg

kg

mm

mm

mm

mm

mm

mm

ES-14-14EM

ES-16-16EM

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

ES-16-16ET ES-16-16ST

600

Walkie(rider option)

poly/poly

1xDriven wheel,2xUniversal wheeel 4xFront wheel

Electromagnetic

24v,3kw

24v

280AH

648*248*558

CURTIS 1243

1600

4500

90

540

1150

185

1512

2810

30

3

3.5

0.13

0.23

0.13

0.23

5(within 5min)

7(within 30min)

1251

1557

1905

850

5180

2135

1367

24v,2.2kw

1600

4500

90

1110

100

1482

2810

30

3

3.5

0.13

0.23

0.13

0.23

5(within 5min)

7(within 30min)

1271

1577

1905

800

5180

2135

1357

24v,2.2kw

Characteristics

Specifications

Performance

Weight

Chassis

Wheel

Brake

Motor

Battery

Control

1400 / 1600

3000/3300/3600/4000

90

540

1150

185

1482

2780

30

3

3.5

0.13

0.23

0.13

0.23

5(within 5min)

7(within 30min)

855

1161

1875

850

5198

2535

1307

24v,0.93kw

Specifications:


